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Cavities 

Cavity tools
Denomination: Article number: Content: Article number:

Cartridge cavity Wandfluh standard
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Surface texture Length dimensions, curves, chamfers
Angles
Straightness, flatness
Perpendicularity, symmetry
Radial runout, axial runout
Envelope condition acc. to ISO 14405

Edges according to 
ISO 13715

m
m
H
H
H

+0.4

 ±1 ±0.5 ±0.2

 ±0.3 ±0.2 ±0.1±0.1
>30-120>6-30>3-6>0,5-3

Extract general tolerances ISO-2768-1

Radiuses, 
chamfer height

Linear dim.
Nominal dim.-0.1

-0.3

E

Ra 3.2

3-way-cavity

(Drawing-no. 1-1325.4)
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Dokument darf ohne schriftliche Einwilligung weder kopiert,
verwertet noch an Dritte weitergegeben werden.
Zuwiderhandlung ist strafbar und wird gerichtlich verfolgt.

Material: Material <nicht festgelegt>
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Freigegeben
Geprüft
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DAM
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SMI
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Datum Name Änderungsbeschrieb

DAM  10.02.2016 Neu in SolidWorks/H8 Toleranztiefe angegeben01

Ersetzt durch: 
Ersatz für: 1-1325.4 Rev.00
Dok.-Nr.

Art.-Nr.

Rev. Änderungsnr.

Oberflächenbeschaffenheit

Serie freigegeben

Längenmasse, Rundungen,Fasen
Winkel
Geradheit, Ebenheit
Rechtwinkligkeit, Symmetrie
Rundlauf,Planlauf
Hüllbedingung nach ISO 14405

Kanten nach ISO 13715

3-Wege M16x1.5 Wandfluh Norm
Senkung M16 Spez.

C:\00_Wandfluh\Artikelhierarchie\10_Anschlüsse_Werkzeuge\0192700

A4

01

m
m
H
H
H

0.052 kg

1-1325.4

0192700

Ra 3.2

     
     

+0.4

 ±1 ±0.5 ±0.2

 ±0.3 ±0.2 ±0.1±0.1
>30-120>6-30>3-6>0,5-3

Auszug Allgemeintoleranzen ISO-2768-1

Radien, 
Fasenhöhe

Längenmasse
Nennmass
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